
Recommendations:

Print substrate / ISO 12647-2:2013: PS 2 (Improved coated)

Printing condition / ISO12647-2:2013: PC 2

Screening and dot gain (TVI)4: Conventional: Curve B in ISO 
12647-2 (48–70 l/cm)
Stochastic: Curve E in ISO 

Characterisation data: Fogra 45

above char data such as 
PSO_LWC_Improved_eci.icc

Max TAC% (Total Area Coverage): 300 %

Paper Basis

weight

g/m2

CIE

Whiteness D65

ISO11475

Volumen

(cm3/g)

Opacita 
(%)

Colour coordinates white 
backing ISO 13655

M13 (D50/2°)

       L* a* b*

Colour coordinates black 
backing ISO 13655

M13 (D50/2°)

       L* a* b*

Smartline Fine Gloss 70 105 0,86 95 93,2 1,5 -3,0 90,5 0,9 -4,5

Smartline Fine Gloss 80 106 0,84 96 93,2 1,7 -3,5 91,2 1,1 -4,9
Smartline Fine Gloss 90 107 0,82 96 93,5 1,8 -3,9 91,8 1,2 -5,2

Notes:

1) The values in the table are intended to help the printer to choose correct printing 

for OBA amount in paper. Levels: 0-4 faint, 4-8 low, 8-12 moderate, 12-> high
3) Equipment used: X-rite i1 Pro2. Older M0 values available on request

compensation in platemaking to reach correct dot gain level
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