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  Color Copy coated silk
The smooth and silky paper for digital color laser printing.

High quality coated paper ideal for flyers,annual reports, commercial brochures, etc.

Coating specially adapted to high fusing temperatures in digital colour laser printing for highest quality printouts and maximum productivity
Tested and approved by Canon, Océ, Xerox, Konica Minolta, Kodak, Ricoh, etc.

  Certifikáty
 

  

Ďalšie certifikáty/osvedčenia
FSC™, ISO 9706, ISO 9001, ISO 14001, ECF, Green 
Range, REACH, EN71-3 Toy Safety, Free of Heavy 
Metals

Výhody produktu
Coated matt paper surface for brilliant colour reproduction and premium 
printouts

 Double-sided coating for final printouts with a sophisticated look & feel

 Deeper blacks for perfect high contrast photos

This paper is optionally available as CO₂ neutral. Mondi is offsetting the 
unavoidable greenhouse gas emissions through certified carbon offset 
projects with ClimatePartner.

Typické aplikácie
Photo books, Brochures, Flyers, Annual reports, 
Magazines, Newsletters, Proofs, Direct mail

Technická špecifikácia

Názov parametra Jednotka ISO kód 135 170 200 250

Plošná hmotnosť g/m² ISO 536
135

± 3,0
170

± 4,0
200

± 6,0
250

± 8,0

Hrúbka µm ISO 534
112
± 4

150
± 6

188
± 7

234
± 10

Hladkosť BEKK sec ISO 5627
600

± 200
300

± 100
200

± 60
150

± 50

Opacita % ISO 2471
95,0

± 1
97,0

± 1
99,0

± 1
100,0

Absolútna vlhkosť % ISO 287 4,8 4,8 4,8 4,8

Belosť s UV % ISO 2470
103,0
± 2,0

103,0
± 2,0

103,0
± 2,0

103,0
± 2,0

CIE Belosť % ISO 11475
139

± 2,5
139

± 2,5
139

± 2,5
139

± 2,5

Lesk 75° % TAPPI T 480
52
± 4

52
± 4

52
± 4

52
± 4

Význam hodnôt: 2 SIGMA
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